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| FAILURE MODES EFFECTS ANALYS!S (FMEA) — Cit. KARDWARE

NUMBER: 05-6-B03-6A -X

SUBSYSTEM NAME: DATA PROCESSING SYWETEM (DPS)

REVISION: 7 G718
PART DATA
PART NAME PART HUMBER
VENDOR NAME VENDOR NUMBER
LRU ' E-MULTIPLEXER-DEMULTIFLEXER MCE150004-7300 .
HONETWELL E258000.803
LRU : E-MULTIPLEXER-CEMULTIPLEXER MCE15-0004-7500
HONEYWELL . BZE8D00-505

EXTENDED DESCRIFTION ©F PART LNDER ANALYSIS:
DPERATIONAL NSTRUMENTATION FORWARD EMDM: “0F 1", "OFZ°. "OF3" AND "OF4",

REFEREMCE DESIGNATORS: B1VTSAI0
aNTEANY
B3v7sa12
JDVTISAD

QUANTITY DF LIKE ITEMS: 4
FOUR

FLUNCTION: .

UFON REQUEST, FROVIDES DIGITIZED AND FORMATTED DATA TO THE PLILSE CODE
MODULATION (PCM) MASTER UNIT FOR OPERATICHAL INSTRUMENTATION WHERE |T
IS INTERLEAVED WITH ALL OTHER DATA INTS ONE BERIAL PCM STREAM. PROVIDES
CELTA SUB STACK VOLTAGE WEASUREMENTS ON THE FUEL CELLS DETECTING
HYDROGEN/OXYGEN CROSS OVER TO PREVENT DETORATION. "OF 3" EMOM FROVICES
CURRENT MELSUREMENTE FOR ALL THREE FUEL CELLS.

“DF4” FROVIDES AP DRAIN LINE PRESSURE MOMITORING FOR DETECTION.
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FAILURE ﬂﬂﬂEE EFFECTS ANALYSIS FMEA « CIL FAILU'RE MODE

'. | NUMBER: 05-5-BO}-EA-02
REVISIONYE: & UAr20/96
SUBSYSTEM NAME: DATA PROCESSING 5YSTEM (DFS)

"LRU* E-MULTIPLEXER-DEMULTIPLEXER CRITICALITY OF THIS
ITEM NAME: E-MULTIFLEXER-DEMULTIFLEZER FAILURE MODE: 1R2
FAILURE MODE:

ERRONECUS OUTPUT
MIESICH FHASE: PL PRE-LAUNCH
Lo  LIFT-OFF
GO0 ON-ORBIT -
. 0o DEORBIT

LS LANDINGISAFING

VEHICLE/PAYLOAD/KIT EFFECTIVITY: 10z COLUMBIA
: 102 DISCOVERY
104 ATLANTIS
108 ENDEAVOUR

CAUSE:

FIECE PART FAILURE, VIBRATION, CONTAMINATION, TEMPERATURE, CHEMICAL
ERZACTION, ADDRESS CHECHK FAILURE. DATA ERROR TO EMBMMODULE, OR ANALDG/
DIGITAL (AD) CONVERTER FAILURE.

CRITICALITY 14 DURING INTACT ABORT QNLY? ND

REDUKRDANCY SCREEN Al PAEE
B} FAIL
E) PASS

FASS/FAIL RATIONALE:
A}

)
FAILE ECREEN B BECAUSE SOURLCE OF ERRONEDUS OUTPUT CANNNGT BE (RENTIFIED
AND MAY BE ACCEPTED AS & VALID DATA,

=}

-FAILURE EFFECTY -
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FAILURE MODES EFFECTE ANALYSIS (FMEA} — CIL FAiLURE Miwuwc
NUMBER: 05.5-B03-8A- 02

{A) SUBSYSTEM:
ALTERATION OF DATA TRANSMITTED TO PCMMU'S/IGPC'S. ERRONEDUS DUTRUT
APPEARS TO BE VALID.

(B} INTERFACING SUBSYSTEM(S):
CORRUFTION OF ANY OF THREE CPM SUBSTACK DELTA VOLTAGE MEASUREMENTS
SUCH THAT THEY AFFPEAR TO BE NOMINAL.

[C) MISSION:
NO EFFEST.

(D} CREW, VEHICLE, AND ELEMENT(S): .
NO EFFECT FIRST FAILURE. POSSIBLE LOESS OF CREWAERICLE AFTER SECOND
FAILURE.

(E} FUNCTIONAL CRITICALITY EFFECTS:
CRITICALITY 1R2 BECAUSE OF THE FOLLOWING REASONS:

A SINGLE UNCETSCTED "QF17, "OFZ2", OR "OF 4" EMOM FAILURE IN COMBINATION WITH A .
SUBSEQUENT UNDETECTED FAILURE IN A FUEL CELL STACK DUE TO

HYDROGEN/OXYGSEN CROSSOVER CAN RESULT IN POSSIBLE LOSS OF CREW/VEHICLE.

PRIMARY METHOD T2 DETERMINE CROSSOVER IS CPM DELTA VOLTAGSES. BACKUP

METHOC (BUS TIE) IS NOT USED WHEN ERRONEQLUE QUTRUT OF CPM DATA IS NOT

DETECTED.

PRE-LAUNGH

1) CF1 EMDM FAILS GivING ERRONEDUS DUTPUT VALUES FOR THE MPS HELIUM
PRESSURE LCC LIMITS

2} ASSOCIATED REGULATOR FAILS OFEN AFTER TERMINATION OF AFT COMPARTMENT
HELIUM HGDS (HAZAROGUS GAS DETECTION SYSTEM) LGC (T-8 MINUTES) AND HELIUM
SUPPLY FRESSURE LCC (T-13 SECONDS); THE FAILURE IS NOT REFLECTED IN THE
FAILED EMDM OUTPUT TO TLM/GROUNE.

REGULATOR DUTLET PRESSURE LS LIMITS CONTINUES UNTIL T-10 SECONDS. THE
HELILM OUTPUT PRESSURE MEASUREMENTS (MPS E1.REG A. MFS E2-REG B. MPS E3-
RESG A) ARE CHANNELIZED THROUGH OF1. THE FAILED EMDM WILL NOT REFLECT THE
FAILED OPEN RESULATOR CONDITION.

IF AN OF1 CHANNELIZED HELIUM REGULATOR FAILS OPEN AFTER T-13 SECONDS AND
THE EMD& HAS EAILED SUCH THAT REGULATORE PRESSIIRE ARE MASKED, THE
RESULTS ARE AN LCC DECEPTIOM AND LIFT OFF WITH FAILED OPEN REGULATOR.
FLIGHT WITH THIS CONDITION MAY RESULT IN OWVERPRESSURIZATION OF THE AFT
COMPARTMENT (REF. 03-1CE-0743-01).
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FAILURE MODES EFFECTE ANALYSIS {FMEA) - CIL FAILLIRE MODE
’ NUMBER: DE.E-BD3-E5A-02

-DISPOSITION RATIONALE.

{A) PESIGN:
ALL PARTS SELECTED FROM MFODO4-400 OREITER PROJECT PARTS LIST (OPPL) WHICH

CALLE FOR JaNTYV LEVEL PARTSE, OR HAVE ADEQUATE DERATING FACTORS QF 25-30%
GN HYBRIDS AND TRANSISTORS, 25-30% ON RESISTORS, CAFAGITORS AND OTHER
COMPONENTS. FARTS THAT DID NOT MEET GREBITER PROJECT PARTS LIGT
REQUIREMENTS FOR QUALIFICATION, TRACEABILITY SCREENMG OR BURN-IN WERE
REVIEWED AND WERE FOUND ACCEPTABLE FOR THEIR GIVEN FINCTIONS,

DESIGN ALSO INCORPORATES RELIABILITY, MAINTAINABILITY, ENVIRON- MENTAL AND
TEANSPORTABILITY REQUIREMENTS AND OTHER DESIGNS AND CONSTRUCTICON PER

SFPECIFICATION MCE15-0004

{B] TEET:

EACH UNIT SUBJECTED TQ ACCEPTANCE TEST PROCEDURE (ATF) TEST (TPE825B000) AT
SPERRY INCLUDING CONTINUITY, FULL FUNCTIONAL, ACSEPTANGE VIBRATIONAL TEST
(AVT), ACCEPTANCE THERMAL TEST (ATT), EXAMINATION OF FRODUCT, INSULATION
RESISTANCE TEST. DIELECTRIC STRENGTH TEST, PERFORMANCE, AND POWER
VARIATION TEST.

QUALIFICATION TEST (TEZ258181) COMPLETED AT HONEYWELL INCLUDING FULL
FUNCTIONAL, POWER, ELECTROMAGNETIC COMPATIRILITY (EMC), HUMIDITY, THERMAL.
VIBRATION, THERMAL VACUUM, LIGHTHNING, SHOCK., EaLT/FOG, 1000 OMAOFF CYCLE
LIFE TEST, ACCELERATION, AND EXPLOSIWEICORROSIVE ATMOSPHERE.,

GROUND TURNARQUND TEST: ALL TURNAROUND CHECKOUT TESTING 13
ACCOMPLISHED IN ACCORDANCE WITH OMRSD.

(C)INSPECTION:

RECENVING INSPECTION

CERTIFICATIONS AND SOURCE INSPECTION TEST REPORTS ARE ON FILE. CASES AND
FLATPACKS ARE ENVIRONMENTALLY SCREENED, INCLUDING LOOSE PARTICLE
DETELTION N RECEIVING INSFECTION. ALL HYBRID COMPONENTS ARE LOT SAMPLED
N REZEIVING INSFECTION.

CoONTAMINATION CONTROL
CLEANLINEES TO CLASS 100,000 LEVEL IS VERIFIED BY INSPECTION.

AESEMBLY/INSTALLATION

VISUAL INSPECTION 1S PERFORMED AT KIT RELEASE. PRINTED WIRING BOARD
MICRDEECTION ANALYSIS IS PERFQRMED AND MONITORED BY INSPECTION GQUALITY
CONTROL VERIFIES AND WITNESSEE TORQUE OPERATIONS. QUALITY CONTROL
VERIFIZS SOLOERED CONNECTIONS AND ASSEMELY OF PARTS. TOQL CERTIFICATION
AND TENSILE TESTS ARE MAINTAINED QUALTY CONTROL PERFORMS PRE-CAP
VISUAL INSPECTION FOR CLEANLINESS. QUALITY CONTROL VERIFES CONVEYOR
FURNACE FROFILE/TEMPERATURE EVERY 90 DAYS, CUALITY CONTROL VERIFIES ALL
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EAIl URE MODES EFFECTS ANALYS!S (FMEA) - CIL FAILURE MODE
NUMBER: 05-5-B03-8A-02

FL~"NESS AND SURFACE ROUGHNESS FOR PROPER HEAT TRANSFER. THERMAL
PROTECTION CONTROLS EXIST FOR ALL SOLDERED CONMELTIONS.

NONDESTRUCTIVE EVALUATION
RADIOGRAPHIS INSPECTION OF SELECTED COMPONENTS, LE., TANTALUM

CAPACITORS, |3 PERFORMED,

CRITICAL PROCESEES
INSPECTION VERIFIES CRIMPING OFPERATIONS AND CERTIFICATION. SOLDERING

RECUIREMENTS PER NHES300.4(3A) AND ISCOS5004 ARE VERIFIED BY INSPECTION.

TESTING :
ATP 1S QBSERVED AND VERIFIED BY QUALITY CONTROL, INCLUDING AVT AND ATT,

HANDLING/PACKAGING
PROPER GROUNDING OF ELECTRICALLY STATIC SENSITIVE DEVICES WHEN HANDLING

IS PERFORMED. PAZKAGING AND PROTECTION YERIFIED BY INSPECTION.

{D) FAILURE HISTORY;

CURRENT DATA ON TEST FAILURES, FLIGHT FAILURES, UNEXPLAINED ANOMALIES, AND
OTHER FAILURES EXPERIENCED QURING GROUND PROCESEING ACTIVITY CANBE
FOUND IN THE FRACA DATABASRE

{E) ORERATIONAL USE:

NONE IF FAILURE UNDETECTABLE. IF OETYECTABLE: BUSES WILL BE TICD BETYWEEN
AFFECTED FUEL CELL AND A NON-AFFECTED FUEL CELL TO MONITOR FUEL CELL LOAD
SHARING FOR POSSIBELE FUEL CELL DEGRADATION, REFERENCE OREBITER
MALFUNCTION PROCEIURE COMM SAR-10-11, -12, AND FLIGHT RULE 5-5189,

PORT MODING TO REZOVER EMDM FUNCTIONALITY 1S AVAILABLE OURING ALL MISSION
FHASES.

- APPROVALS -

"EDITORIALLY APPROVED Rl zﬂw [ & I'_',;(.E-r ¥ ot

EDITORIALLY APFROVED 15 i EAR
TECHNICAL APPROVAL © VIA APERDOVAL FORM 26-CIL-013 (&5
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